The S-metal Normal and S-metal Klasik
roof covering production range, produced
by the company MEBI, d.o.o., comprises
high-quality products, which are the
result of long-term dedication to the
know-how in the area of corrugated sheet
metal. To a large extent, these products
are marketed as the best choice for
cladding all sorts of buildings, from small
prefabricated homes and holiday cottages
to bigger family homes and other
business and warehouse facilities. Our
products are made of the best sheet metal.

The adaptability of Normal and Klasik
roofing panels is demonstrated on all roof
types. In terms of their shape, Normal
and Klasik roof coverings are similar to
classic tiles, while eliminating all
deficiencies of these and other roofing
panels.

It is particularly worth mentioning the
durability and endurance of corrugated
profiled roofing panels that defy all
weather conditions giving them the
advantage over other types of roofing
panels. In the lower part the roofing
panel is fixed by means of special inox
screws with a neoprene washer, which
results in extreme stability and
resistance to powerful winds.
Correct preparation of roof truss and
insulation guarantee excellent sound and
thermal insulation. Even the profile of
our roof covering is designed so as to
absorb large amounts of sound under
heavy rain conditions.

A low weight of our products provides
our clients with many benefits during
transport and installation. Likewise, our
clients will save money in the
preparation of roof construction,
because it doesn’t have to be as strong
and robust as in case of classic tiles.
Further, our roof covering does not
absorb water unlike the classic tile,
whereby the loading on the roof does
not increase.

The structure of sheet metal and colours
are very important for the quality and
durability of our roof covering. It often
happens that a manufacturer, on
account of the price of the final product,
reduces the number of protective layers
whereby reducing the quality of the final
product. For this reason, our roof
covering is manufactured from the best
sheet metal, which is ensured by valid
tests and certificates.
The Normal or Klasik roof covering is
manufactured in the lengths customordered by a client in order to prevent
unnecessary losses and to enable easier
and faster installation.
The standard raw material for the
manufacture of our roofing panels is
galvanized sheet metal with the upper
protection painted in Deep Matt colour.

To achieve a quality-made and
functional roof it is required to prepare
the roof truss in a proper way. It is best
to cover the roof truss with boards and
place water vapour control layers on
them enabling proper ventilation of the
roof assembly. Additionally, it is
required to mount battens vertically at
first, and then horizontally.
Battens are mounted in the manner
shown in the figure.
The lowest height of the vertical batten
is 12 mm and for horizontal mounting
it is recommended to use battens with
dimensions 30 x 50 mm.

It is extremely important that the
spacing between horizontal battens is
accurate and precise.
The following figures show the proper
installation of additional roof covering
elements.

The Normal and Klasik roof covering in
the tile form is usually supplied in 1
piece. But if the desired length is too
long for transporting, they can also be
supplied in two or more parts, whereby
it is necessary to observe the 150mm
overlap for every subsequent sheet.
The Normal roof covering is 1,150mm
wide, while its net coverage is
1,085mm. The Klasik roof covering is
1,221mm wide, while its net coverage
surface is 1,140mm.
The roof covering must be 70mm
longer than the roof truss. This part of
the roof covering is lowered to the
gutter, and this must be observed
when ordering the roof covering of
your choice.
The following figures show the start of
the installation process. The tiles are
placed from left to right, with right tile
going under left tile.
Wind Lath
The wind lath has the function to
protect the roofing sheets from side
winds. It also has the esthetic function.
Depending on the type of the wind
lath, the installation is done before or
after the installation of roofing sheets.
Wall Flashing
The wall flashing protect walls in places
where the roofing sheets reach the
walls, prevent water from getting to
the inside of buildings, and drain water
to gutters. Depending on the type of
the wall flashing, the installation is
done before or after the installation of
roofing sheets.

Roof Valley
A roof valley can serve to collect and
drain roof water, or it can have the
function of the roof gutter. The roof
valley is installed before the installation
of roofing sheets.

Chimney Flashing
Chimney flashing has the same
function as wall flashing. The flashing is
installed together with the roofing
sheets.

Roof Window
Roof windows come with preinstalled
flashings which enables simple
installation of the windows. The
flashings of roof windows are painted
in the color of the roofing sheets.

